Algro Design
Technical Specification

Description: 1/S SBS (GZ) Board Type: Folding Box Coating Weight: 30 gsm
Mill: Sappi Fine Paper Backing: White
Coating: Full
PRODUCT SPECIFICATION
Mill Stiffness
Taber 15°
mNm
Caliper || Gsm Std
181 160 Y 1.70 0.70
193 170 | N 1.90 1.00
255 220 | Y 5.30 2.60
281 240 | Y 7.70 3.90
323 270 | Y 10.50 5.60
365 300 | Y 14.50 7.70
405 330 | Y 19.30 9.90
435 350 | Y 22.20 11.40
470 380 | Y 25.60 13.00
495 400 | Y 29.00 15.50
+/-6% |+/- 5% +/- 15% +/- 15%
TEST DATA
| Property || Test || Value || Uom || Tolerance
Surface roughness ISO 8791/4 2 ums +/- 0.6%
Brightness Top(R457) 1ISO 2470 101.5 % +/- 1.5%
Brightness Bk (R457) 1ISO 2470 98 % +/- 1.5%
Moisture Content DIN EN 20287 5.5 % +/- 1%
TEST & TECH. NOTES MAKING NOTES

FSC accredited material: +£25/tonne

QUANTITY TOLERANCES ORDERING INFORMATION

All quantities: +/-5%

Call Warren Board on +44(0)116 232 4102 or Email sales@warrenboard.co.uk



